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Fachkenntnisse sind Voraussetzung.
Einbauzeit ca.-1,5 Stunden, die je nach Zustand und Ausstattung des Fahrzeuges abweichen kann.

Best.-Nr. 01 29 9 789 192 11/95 Printed in Germany




Hinweise
Alle Arbeiten sind an einem Linkslenker-Modell dargestellt.
Bei Rechtslenker-Modellen missen verschiedene Arbeiten spiegelbildlich durchgefihrt werden.

Bei Aus- und Eindrucken der Steckkontakte Ent- und Verriegelungsvorschriften der jeweiligen Stecker
beachten.
Zusatzkabelbaum so verlegen, daB Kabel weder geknickt oder gequetscht werden kénnen.

Erforderliches Werkzeug und Hilfsmittel
Schlitzschraubendreher
Kreuzschlitzschraubendreher
Torxschltssel T 10

Ausdrickwerkzeug flr Elektrokontakte
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1. Fahrzeugvorbereitung/Ausbau

1. Fehlerspeicher ausdrucken lassen.
2. Batterie abklemmen.
3. Untere Lenkséaulenverkleidung ausbauen.




2. Zusatzkabelbaum

Skizze
A Cc H
GN BR
BR/GN BR/GN
B |
F3665613P
AnschluB3plan
Pos.| Ausfiihrung/Bezeichnung | Kabelfarbe AnschluBort am Fahrzeug AnschluBpunkt/
Steckplatz

A | Stiftkontakt Gn in Motorstecker mit grauer Codierung X69 / 2

B | Stiftkontakt Br/Gn in Motorstecker mit grauer Codierung X69 / 3

C | Stiftkontakt Br in Motorstecker mit grauer Codierung X69 / 8

D | 1-poliges Buchsengehduse Br am Kabelbaum X10072

E | 1-poliges Stiftgehause Br Verbindung mit 1-poligem Buchsen- X10073
gehéause D (bei TDS ab 09/94 und
bei TD ab 01/95)

F | 1-poliges Stiftgehause Br/Gn Verbindung mit 1-poligem Buchsen- X10072
gehause D (bei TD bis 01/95)

G | B-poliges Stiftgehause --- unter der Lenksaule X72

H | Stiftkontakt Br rechts der Lenksaule in 8-poliges graues X73 / 4
Sitftgehause vom Pedalwertgeber R10

|| Stiftkontakt Br/Gn rechts der Lenksaule in 8-poliges graues X73 / 8

Sitftgehduse vom Pedalwertgeber R10
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Ubersicht

F3665614P

Die Einbauorte des Zusatzkabelbaumes:
zum Motorstecker (1) (graue Codierung), unter
die Lenksaule (2) und zum Pedalwertgeber (3).

3. Lenkstockschalter einbauen
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F 36 62 126

Schalter (1) in Pfeilrichtung in die Fihrung (2)
der Lenksaule einschieben.

Lenkstockknopf (3) auf Lenkstockhebel (4)
aufschieben.

F 36 62 108

Vorgepragte Stelle (Pfeil) der unteren
Lenksaulenverkleidung ausschneiden.

Kabel (1) des Lenkstockschalters entlang des
Hauptkabelbaumes bis zur Steckerstation (2)
unter der Lenksaule verlegen.

4. Zusatzkabelbaum verlegen

F 36 62 235

Abdeckkappe (2) entfernen.
Kreuzschlitzschrauben (1) herausdrehen. Ver-
kleidung (3) in Pfeilrichtung abziehen und aus-
bauen.

T Fas51128

Sechskantschrauben (1) im FuBraum entfer-
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Deckel abnehmen. Torxschrauben (1) heraus-
drehen und Stromverteiler-Oberteil (2) hoch-
klappen.

F3665615P

Fihrung (1) in Pfeilrichtung ausbauen.
Anschllsse (A, B, C) vom Innenraum durch
den Stromverteilerkasten zum Motorstecker
graue Codierung) verlegen.
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Die vorhandenen Stiftkontakte aus dem
Motorstecker (1) (graue Codierung) Steckplatz
3 und 8 entfernen und isolieren.

Den Stiftkontakt (A) in Steckplatz 2, den Stift-
kontakt (B) in Steckplatz 3 und den Stiftkon-
takt (C) in Steckplatz 8 der Motorsteckers (1)
einstecken.

//}—F 36 65617 P

Das 6-polige Stiftgehause (G) unter die
Lenksaule verlegen und mit dem 6-poligen
Buchsengehause (1) des Bedienschalters ver-
binden.

Nur bei TDS ab 09/94

Nur bei TD ab 01/95

Stiftgehause (E) mit Buchsengehause (D)
verbinden. Stiftgehause (F) bleibt zurickge-
bunden.

Nur bei TD bis 01/95
Stiftgehause (F) mit Buchsengehause (D)
verbinden. Stiftgehaduse (E) zurtckbinden.

Stiftkontakte (4
des PedalwergrTy 4
Der Pedalwediaad c
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Das 8-polige Stiftgehause (1) vom Pedalwert-
geber R10 abstecken.

Stiftkontakte (2) vom Steckplatz 4 und 8 aus-
driicken und isolieren. Stiftkontakt (H)

in Steckplatz 4 und Stiftkontakt (I) in Steck-
platz 8 des Stiftgehauses (1) einstecken.

5. Funktion
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Eine gewunschte Fahrgeschwindigkeit ab

ca. 40 km/h kann automatisch gehalten und
gespeichert werden. Mit Abstellen des Motors
wird die gespeicherte Geschwindigkeit
geldscht.

/ -

1 BESCHLEUNIGEN

Hebel in Stellung 1 antippen:

Die aktuelle Geschwindigkeit wird gehalten
und gespeichert. Jedes weitere Antippen des
Hebels erhdht die Geschwindigkeit um
ca.1km/h.

Hebel in Stellung 1 festhalten:

Das Fahrzeug beschleunigt ohne Betatigung
des Gaspedals. Nach dem Loslassen wird die
erreichte Geschwindigkeit gehalten und
gespeichert.

2 VERZOGERN

Hebel in Stellung 2 antippen:

Die aktuelle Geschwindigkeit wird gehalten
und gespeichert. Jedes weitere Antippen des
Hebels vermindert die Geschwindigkeit um
ca. 1 km/h.

Hebel in Stellung 2 festhalten:

Das Fahrzeug verzégert ohne Betéatigung des
Gaspedals. Nach dem Loslassen wird die
erreichte Geschwindigkeit gehalten und
gespeichert.

3 ABRUF

Hebel in Stellung 3 antippen:

Die zuletzt gespeicherte Geschwindigkeit wird
wieder erreicht und gehalten.

4 AUS

Hebel in Stellung 4 antippen:

Die Geschwindigkeitsregelung wird unabhan-

gig von Betriebs- oder Verkehrssituationen

ausgeschaltet.

Daruberhinaus schaltet sich die Geschwindig-

keitsregelung automatisch aus:

- Nach Uberschreiten der gesetzten Ge-
schwindigkeit um ca. 16 km/h.

- Nach Unterschreiten um 8 km/h.

- Beim Bremsen und Kuppeln bzw. Bewe-
gen des Automatic-Getriebe-Wéahlhebels
von D auf N.

- Bei starken Verzodgerungen (> 1,5 m/s2)
z.B. an Steigungen

Achtung

Die automatische Geschwindigkeitsregelung
nicht einsetzen, wenn die StraBen kurvenreich
sind, starkes Verkehrsaufkommen eine kon-
stante Geschwindigkeit nicht zulaBt, die Fahr-
bahn glatt (Schnee, Regen, Eis) bzw. der
Untergrund locker (Steine, Sand) ist.
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Electronic Cruise Control

BMW 3 Series E36 Diesel as of 9/94 and 1/95 with EWS |I

Technical knowledge is required.
Installation Time: approx. 1.5 hours, depending on the
condition and level of equipment of the vehicle.

Notes

The installation is described for the left-hand drive
model. Certain work steps must be carried out in
mirror-image fashion for the right-hand drive model.

When connecting and disconnecting plug-in contacts,
observe the locking and unlocking requirements for
each type of connector.

Lay the supplementary wiring harness in such a way
that cables are neither twisted nor squashed.

Tools and Materials Required
Screwdriver for slotted screws

Phillips screwdriver

Torx drive socket T10

Tool for pressing out electrical contacts
Jig saw

Round file

2. Supplementary Wiring Harness

Diagram
F 36 656613 P

Terminal Connection Diagram

Contents
Chapter

Necessary Preliminary Tasks/Disassembly
Supplementary Wiring Harness

Instaliing the Steering-Column Assembly Switch
Laying the Supplementary Wiring Harness
Function
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Necessary Preliminary
Tasks/Disassembly

—

Print out fault memory.
2. Disconnect battery.
3. Remove lower steering column panelling.

item | Type/Designation Cab le colour Connection in car Connection point/
Plug-in station
A pin contact an engine connector colour-coded grey X69/2
B pin contact br/gn engine connector colour-coded grey X69/3
(only for automatic)
C pin contact br engine connector colour-coded grey X69/8
D 1-pin socket housing br at wiring harness ’ X10072
E 1-pin pin housing br connection with 1-pin socket housing D X10073
(only for TDS from 09/94 and for TD from 01/95)
F 1-pin pin housing br/gn connection with 1-pin socket housing D X10072
(only for TD up to 01/95)
G 6-pin pin housing - under steering column X72
H pin contact br to right of steering column in grey 8-pin pin X73/4
housing of pedal-value sensor R10
| pin contact br/gn to right of steering column in grey 8-pin pin X73/8
housing of pedal-value sensor R10
Overview 3. Installing the Steering-Column
Assembly Switch
F 36 65614 P
The installation points of the supplementary wiring F 36 62 126

harness: to engine connector (1) (colour-coded grey),
under the steering column (2), and to pedal-value
sensor (3).

Insert switch (1) into guide (2) of steering column in the
direction indicated by the arrow.

Slide the steering-column assembly button (4) onto
steering-column assembly lever (3
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F 36 62 108
Cut out prestamped area (arrow) in lower steering-
column panelling.

F 36 65591 P

Lay steering-column assembly switch cable (1) along
main wiring harness to plug-in station (2) under
steering column.

4. Laying the Supplementary Wiring
Harness

F 36 62 235

Remove covering cap (2).

Remove Philipps screws (1).

Pull off and remove panelling (3) in the direction
indicated by the arrow.

F 36 51 128
Remove hexagon screws (1) in footwell.

F 36 63 068
Take off cover. Remove Torx screws (1) and raise
upper part of distribution box (2).

F 36 65 615 P

Remove guide (1) in the direction indicated by the
arrow. Lay connections (A, B, C) from the passenger
compartment through the distribution box to the
engine connector (colour-coded grey).

F 36 65616 P

Remove and insulate existing pin contacts from engine
connector (1) (grey colour-coding) plug-in stations 3
and 8.

Insert pin contact (A) into plug-in station 2, pin contact
(B) into plug-in station 3, and pin contact (C) into plug-
in station 8 of the engine connector (1).

F 3665617 P

Lay the 6-pin pin housing (G) under steering column
and connect it to 6-pin socket housing (1) of actuating
switch.

F 36 65618 P

Only for TDS from 09/94

Only for TD from 01/95

Connect pin housing (E) to socket housing (D).
Pin housing (F) remains tied back.

Only for TD up to 01/95
Connect pin housing (F) to socket housing (D).
Pin housing (E) remains tied back.

F 36 65619 P

Lay pin contacts (H, I) to pin housing (1) X73 of pedal-
value sensor R10.

The pedal-value sensor R10 is located on the right-
hand side of the left-hand footwell.

F 36 65 620 P

Disconnect the 8-pin pin housing (1) from pedal-value
sensor R10.

Press out and insulate pin contacts (2) from plug-in
stations 4 and 8. Insert pin contact (H) into plug-in
station 4 and pin contact (l) into plug-in station 8 of pin
housing (1).

5. Function

F 36 62 139

A desired driving speed upwards of approx. 40 km/h
can be held automatically and stored. When the engine
is switched off, the stored speed is deleted.

1 ACCELERATING

Press lever into position 1:
The current speed is held and stored. Further pressing
of lever increases speed by approx. 1 km/h.

Hold lever in position 1:

The vehicle accelerates without actuating the
accelerator. When lever is released, the speed
reached is held and stored.

2 BRAKING

Press lever into position 2:
The current speed is held and stored. Further pressing
of lever reduces speed by approx. 1 km/h.

Hold lever in position 2:

The vehicle decelerates without actuating the
accelerator. When lever is released, the speed
reached is held and stored.

3 CALL-UP

Press lever into position 3:
The previously stored speed is reached again and
held.

4 OFF

Press lever into position 4:

Independent of the driving or traffic situation, the

cruise control is switched off. Furthermore, the cruise

control switches off automatically:

- when the set speed is exceeded by approx.
16 km/h;

- when the speed is lower than 8 km/h;

- when braking and using the clutch or moving the
automatic gear selection lever from D to N;

- when decelerating sharply (> 1.5 m/s2), for
example, uphill driving.

Caution

Do not use the automatic cruise control on roads with
a lot of bends, when heavy traffic does not allow
constant speed, when the roads are slippery (snow,
rain, ice) or when the surface is loose (stones, sand).
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